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sexcoinsgolkes Crack Mac,A typical example of the conventional surface heat exchanger includes a first heat

transfer medium, a second heat transfer medium to be heated by the first heat transfer medium, a radiation fin, a
thin plate heat receiving member having a thickness of from 0.5 mm to 1.0 mm, and a thin plate heat transfer

tube arranged between the first heat transfer medium and the second heat transfer medium and defining a heat
transfer passage for a fluid such as air or water. The conventional example of the thin plate heat exchanger has
high heat transfer efficiency as compared with the conventional heat exchanger, however, has a problem that a
large-sized heat exchanger cannot be obtained because a heat reception member is thin. Therefore, a thin plate

heat exchanger as shown in FIG. 6 has been proposed. The thin plate heat exchanger 1 comprises a first heat
transfer medium 2 and a second heat transfer medium 3 to be heated by the first heat transfer medium 2. The
first heat transfer medium 2 comprises a pair of first heat transfer pipes 2a, a first external heat transfer fin 2b
having a heat transfer ability relatively high as compared with the first heat transfer pipe 2a, and a first internal

heat transfer fin 2c extending from the first heat transfer pipe 2a in a direction opposite to the second heat
transfer medium 3. The second heat transfer medium 3 comprises a second heat transfer pipe 3a, a second

external heat transfer fin 3b having a heat transfer ability relatively higher as compared with the second heat
transfer pipe 3a, and a second internal heat transfer fin 3c extending from the second heat transfer pipe 3a in a

direction opposite to the first heat transfer medium 2. The first heat transfer pipe 2a and the second heat transfer
pipe 3a have a pair of first heat transfer holes 4a, 4a formed therethrough for passing a fluid to be heated such as
air, so as to be communicated with the second heat transfer pipe 3a. In this thin plate heat exchanger, the heat

transfer efficiency is high as compared with the thin plate heat exchanger 1 shown in FIG. 5. In order to achieve a
sufficient heat exchange efficiency in the thin plate heat exchanger 1 shown in FIG. 6, the first external heat

transfer fin 2b and the first internal heat transfer fin 2c are arranged as closely as possible to each other,
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